
ANTARI	HZ-1000	is	the	most	advanced	haze	machine	among	Antari’s	HZ
series.	

The	maximum	haze	output	is	HZ-500’s	double.
Two	operational	modes:	Single-Compressor	or	Twin-Compressor
mode	can	be	selected	to	create	needed	haze	volume.	
Equipped	with	TFT	color	Touch	Panel	provides	simple	control
interface.	
Flight	case	with	wheels	gives	better	protections	for	tours.
Internal	turbo	fan	enables	haze	to	go	higher	and	farther.	Wind
diverter	can	be	set	to	3	different	angles.
Dry	haze	with	minimum	residues.
6.4-liter	large	reservoir	allows	long	time	operation	without	frequent
refills.	
Clear	liquid	level	indication	window.
Operating	time	:	40	hrs	max.	output



Algemeen	:	Reeks Nee
Algemeen	:	Afmetingen	(cm) L	690	x	W	510	x	H	610	mm
Algemeen	:	Gewicht	(kg) 74.59
Algemeen	:	Stroomvoorziening AC	100	-	240V,	50/60Hz
Algemeen	:	Energie	label Nee
Algemeen	:	Stroomverbruik	W 1150
Algemeen	:	Kleur zwart
Algemeen	:	Display Nee
Algemeen	:	IP	rating indoor
Controle	:	modes standalone	fixed,	standalone

timer,	DMX
Controle	:	manueel Nee
Controle	:	autonoom timer,	fixed
Fx	:	consumptie	vloeistof 2.2	ml/min	(455	min/liter)
Fx	:	gebruikte	vloeistof Haze
Fx	:	uitstoot	cu.ft.	/	min. 7500	cuft/min	(212	m³/min)
Fx	:	tank	inhoud	in	L 6.4
Aansluiting	:	ingang 3	pin	XLR,	5	pin	XLR,	PowerCon®

or	compatible
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