
LA Series

LA12X
FOUR CHANNEL PROFESSIONAL
SWITCHING POWER AMPLIFIER

Owner’s Manual
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The NetControl software and user manual can be downloaded from
 https://www.china-sanway.com/download.html

Administrator
打字机

Administrator
打字机

Administrator
打字机

Administrator
打字机









FRONT PANEL 

1 POWER ON INDICATOR - This LED light up when the mains switch is pressed .If it does not light

up ,the unit is not connected to the mains or the mains fuse has blown .

2 -15dB - This LED light up when the output reach -15dB .

3 Protect  - When this LED lights up during operation ,one of the protection circuits against LED

over-temperature , overload ,shorted outputs ,radio frequency interference or DC faults has been

triggered .The cause of the error e.g. shorted loudspeaker line must be remedied .In case of

overheating ,wait a little until the amplifier switches back to operating mode itself .

4 limit indicator This indicator signals if the amplifier output is clipping or limiting. It has two  - 

different indication states:

a:If the clip limiter is engaged, it has a short time constant, and it illuminates briefly. 

b:If the clip limiter is not engaged, it has an increased time constant, and it illuminates for a

longer period.

5 Level control - Calibrated detente potentiometers to alter the total gain of the power amplifier.

In order to avoid distortions in mixing consoles upstream , these controls should normally be

positioned between 0dB and-6dB . The calibrated markings show the additional attenuation

directly. 

6 Fan outlet gills - The amplifier uses forced air cooling. The cooling fan from the back of the intake

air, and then exclude from the back. Never obstruct the intake and exhaust ports. 

7 POWER  Switch - The unit is switched on via the power switch. The loudspeaker outputs are

switched on via delayed relays so that no startup transients are audible .A current limiter prevents

startup peaks on the mains line and prevents the mains fuse from blowing .   

8 2 x 20 characters LCD display

9 Mute - Channel selection for setting parameters/ mute corresponding channel.

982 3 761 54

10 11 12 13
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REAR PANEL 

1 Mains input - mains cable connector.

5 Output air grill.2

Speaker outputs - output SpeakOn connectors for speakers connection. 

Connectors pin assignment are marked on the amplifier rear panel.
43

12

139

Analog inputs.8

7

6

10

11

Link outputs.

16

14

15

ETHERNET 1, ETHERNET 2 - RJ45 connectors for ETHERNET network

connection.

OUT2
2+2-

OUT4
2+2-

CLASS II WIRING

OUT1
A（+）
B（-）

OUT2
C（+）
D（-）

OUT3
E（+）
F（-）

OUT4
G（+）
H（-）

OUT1
1+1-

OUT3
1+1-

A
G

F

E

D

C

B

22-23

H
N E U T R I K

12

3

N E U T R I K

12

3

N E U T R I K

12

3

N E U T R I K

12

3

N E U T R I K

1 23

N E U T R I K

1 23

N E U T R I K

1 23

N E U T R I K

1 23

1 2 3 4 5 6 87 109
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